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(54) Blood transfusion device of preserved blood preparation 

(57) A blood transferring device 1 a is equipped with 
an ion concentration adjusting room 6a, a connection 
tube 3 to be connected to an inlet 5 thereof, and a liquid 
transferring tube 10 to be connected to an outlet 9. At 
the ion concentration adjusting room 6a, ion concentra- 
tion adjusting materials 8a having a predetermined ion 
exchange ability with a predetermined particle size are 
packed. To the connection tube 3, a connection needle 
2 is provided and to the blood transferring tube 10, a 
blood transferring needle 11 is provided. 
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Description 

BACKGROUND OF THE INVENTION 
5 Field of the invention 

This invention relates to a device for adjusting an ion concentration in blood and further for removing leukocytes 
when effecting blood transfusion of a preserved blood preparation. 

10 Prior art 

In a medical institution, when a blood preparation is transfused to an immature baby, a renal insufficiency patient 
or a patient at heart operation, it cannot be sometimes transfused to the patient since a potassium ion concentration in 
plasma is increased if the blood preparation is preserved for a long term. Thus, washed erythrocytes have heretofore 
is been used. However, this preparation cannot be preserved and is necessary to make reservation for use so that it can- 
not be sometimes obtained when intended to be used. 

In recent years, there has been found a risk of generating GVHD caused by active leukocytes in the blood prepa- 
ration after blood transfusion. As measures therefor, it can be considered to generally carry out irradiation to the Wood 
preparation. However, in the irradiated blood preparation lymphocytes die out in leukocytes so that the GVHD can be 
20 prevented but the inactivated leukocytes are themselves admitted as antigens after blood transfusion so that the same 
kinds of antigens are formed whereby alloimmunization cannot be prevented. Also, the potassium ion concentration of 
the irradiated blood preparation increases during preservation so that irradiation must be earned out immediately before 
use whereby clinical correspondence is difficult in many cases. 

In Japanese Patent Publication (Kokoku) Sho. 55-22101 (22101/1980), there is disclosed that an adsorption por- 
25 tton comprising a strongly acidic cation exchange resin is provided in the course of a blood transfusion circuit of a blood 
transfusion set to adsorb a potassium ion in the blood. However, an amount of the adsorbent to be packed is large 
whereby the adsorption portion becomes large-sized or it is not adapted to rapid blood transfusion so that it is not suf- 
ficiently satisfactory in constitution or characteristics. 

Also, when a large amount of a blood preparation is transfused, a sodium ion is excessively loaded so that a drop- 
so sical swelling is sometimes caused whereby a continuous relaxation blood filtration is sometimes carried out to remove 
the sodium ion in the blood by using a blood filtration filter. However, the blood filtration is a treatment after a symptom 
is revealed. Thus, it has been desired to decrease an amount of the sodium ion to be loaded before effecting blood 
transfusion by maintaining the concentration of the sodium ion in the blood preparation to a low level. 

On the other hand, in a rapid and mass blood transfusion accompanied with flooding, an exchange blood transfu- 
35 sion, use of a continuous blood components separation device or plasma exchange for hemolytic diseases of the new- 
born, citric acid is transfused accompanied with blood transfusion (autotransfusion) so that acute toxic symptoms are 
sometimes revealed in the case of mass blood transfusion. This is because a citric acid ion forms a complex with a cal- 
cium ion (Ca 2+ ) in blood by a chelate reaction and decrease in the calcium ion (Ca 2+ ) concentration causes the symp- 
toms which is a main cause. In a slight symptom, numbness of the limbs or a chill is present but proceeding the 
40 symptoms, nausea or vomiting is sometimes accompanied by. These acute toxic symptoms due to citric acid can be 
improved by supplementing calcium so that when mass blood transfusion is carried out, calcium is often transfused 
depending on necessity while in view of the patient's condition. Particularly in a patient lowered in liver function or a 
light-weighted patient, these toxic symptoms may likely appear. Thus, it has been desired to remove excess citric acid 
(free citric acid, a citric acid ion). 

45 

SUMMARY OF THE INVENTION 

A primary object of the present invention is, before effecting transfusion of a preserved blood preparation to a 
patient, to decrease ion concentrations such as potassium ion, sodium ion, etc. contained in said preserved blood prep- 
so aration or to remove excessive citric acid. According to the present invention, a blood transfusion device of a preserved 
blood preparation is provided by an introduction tube to introduce the preserved blood preparation, an injection needle 
to transfuse the preserved blood preparation to a patient and a cramp for adjusting a flow rate of the preserved blood 
preparation which is provided in the course of said induction tube, and comprises 

the Improvement wherein an ion concentration adjusting room is provided in the course of the introduction tube 
55 of said preserved blood preparation and an ion concentration adjusting member which can adjust a specific ion concen- 
tration in blood is charged or packed in said ion concentration adjusting room. 

Another object of the present invention is to make ion concentrations of the preserved blood preparation passed 
through the ion concentration adjusting room uniform. Thus, the present invention is to provide a blood transfusion 
device of a preserved blood preparation in which a blood storing portion to temporarily store the preserved blood prep- 
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aration passed through said ion concentration adjusting room is provided at the downstream side to the above ion con- 
centration adjusting room of the induction tube. 

Other object of the present invention is to realize long term storage of the device by sterilely and easily washing and 
removing dissolved materials dissolved out from the ion concentration adjusting member. Thus, the present invention 

5 is to provide a blood transfusion device of a preserved blood preparation in which a priming solution harmless to human 
body is tilled up inside of the ion concentration adjusting room. 

Still other object of the present invention is to adjust the ion concentrations of the preserved blood preparation and 
simultaneously to remove leukocytes so that hyperkalemia after transfusion is prevented and also side effects such as 
GVHD. etc. due to removal of leukocytes are prevented whereby safety of blood transfusion is improved. Thus, the 

io present invention is to provide a blood transfusion device of a preserved blood preparation in which a leukocyte removal 
filter for removing leukocytes in the preserved Wood preparation is provided as well as the above ion concentration 
adjusting member. 

BRIEF DESCRIPTION OF THE DRAWING 

75 

FIG. 1 is a schematic view showing the first Example of the present invention, 

FIG. 2 is a schematic view showing the second Example of the present invention, 

FIG. 3 is a schematic view showing the third Example of the present invention, 

FIG. 4 is a schematic view showing a used state of the above third Example of the present invention, 
20 FIG. 5 is a schematic view showing another used state of the above third Example of the present invention, 

FIG. 6 is a schematic view showing the fourth Example of the present invention, 

FIG. 7 is a sectional schematic view along with the A-A line of FIG. 6, 

FIG. 8 is a schematic view showing the fifth Example of the present invention, 

FIG. 9 is a schematic view showing the sixth Example of the present invention, 
25 FIG. 10 is a schematic view showing the seventh Example of the present invention, 

FIG. 11 is a schematic view showing the eighth Example of the present invention, 

FIG. 12 is a schematic view showing the ninth Example of the present invention, 

FIG. 13 is a schematic view showing the tenth Example of the present invention. 

FIG. 1 4 is a sectional schematic view along with the B-B line of FIG. 13. 
30 FIG. 1 5 is a sectional schematic view showing another Example of a blood treating room of the above tenth Exam- 
ple, 

FIG. 16 is a schematic view showing the eleventh Example of the present invention, and 
FIG. 1 7 is a sectional schematic view along with the C-C line of FIG. 1 6. 

FIG. 18 is a schematic view showing the twelfth Example of the present invention, t 
35 FIG. 1 9 is a schematic view showing a used state of the above twelfth Example of the present invention, and 
FIG. 20 is a schematic view showing a thirteenth Example of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

to FIG. 1 is one example of a blood transfusion device for adjusting an ion concentration of a preserved blood prepa- 
ration. This blood transfusion device 1 a comprises an ion concentration adjusting room 6a, a connection tube 3 for intro- 
duction of the preserved blood preparation and a blood transfusion tube 10. 

The ion concentration adjusting room 6a has an inlet 5 and an outlet 9 of the preserved blood preparation, and the 
connection tube 3 is connected with the inlet 5 and the blood transfusion tube 10 is connected with the outlet 9. At the 

*5 tp portion of the connection tube 3, a connecting needle 2 for introducing the preserved blood is provided, and in the 
course of said tube 3, a roll cramp 4a is provided. Also, at the end portion of the blood transfusion tube 10, an injection 
needle 11 is provided, and in the course of said tube 10, a roll cramp 4b is provided. The connection tube 3 and the 
Wood transfusion tube 10 are made of a flexible synthetic resin such as a vinyl chloride resin, etc. 

In the aforesaid ion concentration adjusting room 6a, an ion concentration adjusting member 8a is provided and at 

50 both of the top and bottom end of the ion concentration adjusting member 8a, supporting filters 7a and 7b are provided, 
respectively. 

For the ion concentration adjusting member 8a. a cation exchange resin or an anion exchange resin is used in the 
present invention. 

As the cation exchange resin, those having an exchange ability of 1 to 5 mEq/mJ and an average particle size of 
55 0.2 to 1.5 mm. preferably an exchange ability of 1.5 to 3.5 mEq/ml and an average particle size of 0.4 to 1.0 mm are 
used. There may be used, for example, polystyrene sodium sulfonate, polystyrene calcium sulfonate, polystyrene sul- 
fonic acid, sodium methacrylate, etc. 

As the anion exchange resin, those having an exchange ability of 0.5 to 4 mEq/ml and an average particle size of 
0.2 to 1 .5 mm, preferably an exchange ability of 0.8 to 2.5 mEq/ml and an average particle size of 0.4 to 1.0 mm are 
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used. There may be used, for example, those in which the terminal end is a CT (chlorine ion) type one such as trimethyl 
ammonium chloride, etc., or a OH" type one such as dimethylethanol amine, etc. 

The ion concentration adjusting room 6a is constituted by a synthetic resin such as a vinyl chloride resin, etc., in a 
cylindrical or bag shape, and the top end portion to which the connection tube 3 is connected and the bottom end por- 
tion to which the blood tube 1 0 is connected are both closed. The aforesaid supporting filters 7a and 7b are provided to 
fix the ion concentration adjusting member 8a and to filtrate foreign substances. 

When the preserved blood preparation is to be transfused to a patient according to the blood transfusion device 1a 
as shown in FIG. 1. a blood bag (not shown) in which the preserved blood preparation is contained therein is hanging 
down with a predetermined height, a connecting needle 2 is inserted into a blood transfusion inlet of the blood bag and 
roll cramps 4a and 4b which close the connecting tube 3 and a liquor transferring tube 10 are open. According to this 
operation, the preserved blood preparation in the blood bag is flown out due to difference of the heads to the connection 
tube 3, the ion concentration adjusting room 6a, the blood transfusion tube 10 and the injection needle 1 1 in this order. 
After confirming flow out from the injection needle 1 1 , the roll cramp 4b of the blood transfusion tube 10 is once closed 
and the injection needle 1 1 is pricked to a blood vessel of a patient, thereafter the roll cramp 4b is gradually opened and 
a blood flow is adjusted to effect blood transfusion. 

In the blood transfusion device 1b shown in FIG. 2, a rolling tube 12 is provided in the course of the connection tube 
3. The device is utilized when rapid blood transfusion is to be effected or the blood flow should be precisely controlled. 
That is, the rolling tube 12 is set at the roller portion of a blood pump (not shown) and said roller portion is rotated in the 
ion concentration adjusting room 6a so that the blood in the tube 12 is transferred to the direction of the ion concentra- 
tion adjusting room 6a and the rotation number of the Wood pump is controlled whereby a blood flow rate can be 
adjusted precisely. Other constitutions are the same as in Example of FIG. 1 . 

The blood transfusion device 1c shown in FIG. 3 is an example wherein at the tip portion of the connection tube 3 
of the blood transfusion device 1a shown in FIG. 1 , a blood bag 14 is connected through a communication piece 13 in 
place of the connecting needle 2. The constitution of the communication piece 13 has been conventionally known. For 
example, it has a constitution that a cylindrical body made of a hard resin in which the head portion is sealed is inserted 
into a connection port with the connection tube 3 of the blood bag 14, and the head portion of the cylindrical body is 
broken by pushing with a finger when using to open the flow passage. To the upper edge portion of said blood bag 14, 
a Wood taking tube 15 and liquid transferring ports 17 and 18 are connected, and to the tip of the Wood taking tube 15. 
a Wood taking needle 1 6 is connected. Inside of the blood bag 1 4, a predetermined amount of the preserved blood solu- 
tion is contained. 

Next, a used example of the above blood transfusion device 1c of the preserved blood preparation is explained. 
First a Wood taking needle 1 6 of a Wood bag 1 4 shown in FIG. 3 is pricked to a blood vessel of a Wood donor, and Wood 
is collected in the blood bag 14 through a blood taking tube 15. Thereafter, a portion of the Wood taking tube 15 closer 
to the connecting portion of the blood bag 14 is sealed by using a high frequency welder and the blood taking tube 15 
at the blood taking needle 1 6 side is cut off. Blood in the Wood bag 1 4 is preserved until effecting blood transfusion. 

When the preserved Wood preparation is transfused to a patient, as shown in FIG. 4, a connecting through piece 

13 is opened and roll cramps 4a and 4b are opened. Thereby the preserved blood preparation in the blood bag 14 is 
f lown out from an injection needle 1 1 passing through a connection tube 3. an ion concentration adjusting room 6a and 
a Wood transfusion tube 10 due to the head difference. After confirming that the preserved blood preparation is flown 
from the injection needle 1 1 . the roll cramp 4b is once closed and the injection needle 1 1 is pricked to a Wood vessel of 
a patient. Thereafter, the roll cramp 4b is gradually opened to conduct transfusion by controlling the flow rate of the pre- 
served Wood preparation. 

The blood bag 14 shown in FIG. 3 is a single bag constituted by one unit bag but a multiple bag (for example, a 
closed system blood bag system in which the connection tube 3 of the blood bag 14 is branched and one or a plural 
number of child bags are connected thereto) may be used depending on the purposes. 

FIG. 5 shows a used example when rapid blood transfusion is carried out by using the blood transfusion device of 
FIG. 4. That is, a pressure cuff 21 is equipped with the blood bag 14 in which the preserved blood preparation is con- 
tained, and the Wood bag 14 is pressurized to effect rapid blood transfusion. The pressure cuff 21 is equipped with a 
ribbon-shaped cuff 21a having an air room inside thereof and a ball pump 21b which supplies into the air room of the 
cuff 21a through a conduit 21d. After the cuff 21a is coiled around the peripheral of the blood bag 14 and fixed with a 
strap 21c, air is supplied to the air room of the cuff 21 a by the ball pump 21 b to expand the cuff 21 a whereby pressuriz- 
ing the Wood bag 14. 

The blood transfusion device 1d shown in FIG. 6 is an example in which the device is integrated by containing an 
ion adjusting member 8b inside the blood bag 14. That is, a partition 20 is formed at a middle portion of the Wood bag 

1 4 to the width direction, and inside of the blood bag is partitioned by the partition 20 to an ion concentration adjusting 
room 6b and a blood preservation room 1 4a. The partition 20 is formed, for example, by a seal such as a high-frequency 
welder, etc., and in the course of the partition 20, a connecting member 19 such as a ball valve, etc. as shown in FIG. 
7 is provided. Also, in the ion concentration adjusting room 6b, an ion concentration adjusting member 8b is contained 
in the state of being wrapped by a filter 7c. 
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To the blood bag 14, a blood collecting tube 15 which passes through the Wood preservation room 14a is con- 
nected, and after a predetermined amount of blood is introduced into the blood preservation room 1 4a through a blood 
taking needle 16 pricked to a blood donor, the blood taking tube 15 is sealed and cut off. In the preserved blood prep- 
aration, a solution hermetic property can be maintained until blood transfusion by the partition 20 and the ball valve 19. 

5 When transferring a liquor, the partition 20 and a ball of the ball valve 19 are moved to open the seal, and the injection 
needle 1 1 is pricked to the blood vessel of a patient in the same manner as in FIG. 4, whereby the preserved blood 
preparation inside the blood preservation room 14a through the ion concentration adjusting room 6b. 

As a modified example of the blood transfusion device shown 1 c in FIG. 3 or the Wood transfusion device 1d shown 
in FIG. 6, a solution transferring set connecting portion such as a lure connector, etc., can be provided in place of the 

io injection needle 1 1 . Also, in the course of the blood transfusion tube 1 0 or the connection tube 3, a drops cylinder may 
be provided. 

Example 1 

15 By using the blood transfusion device 1a shown in FIG. 1, a potassium ion concentration adjusting test in the pre- 
served blood was carried out. As a preserved blood, 200 ml of blood preserved in a blood bag (a blood collecting vol- 
ume of 200 ml) made of a soft polyvinyl chloride containing a CDP solution was introduced into an ion concentration 
adjusting room 6a, by controlling cramps 4a and 4b, through a connection tube 3 with a head of 70 cm. A flow down 
speed of the blood was 20 ml/min and the Wood was collected in a receiving vessel. Inside of the ion concentration 

20 adjusting room 6a was packed 5 ml of polystyrene sodium sulfonate having an average particle size of 0.4 mm and an 
exchange ability of 1.8 mEq/ml (potassium ion) which is a cation exchange resin. 

Example 2 

25 in the same manner as in Example 1 , 200 ml of the preserved blood was introduced into an ion concentration 
adjusting room 6a, by controlling cramps 4a and 4b, through a connection tube 3 with a head of 70 cm. A flow down 
speed of the blood was 50 ml/min and the Wood was collected in a receiving vessel. Inside of the ion concentration 
adjusting room 6a was packed 8 ml of polystyrene sodium sulfonate having an average particle size of 0.6 mm and an 
exchange ability of 1 .8 mEq/ml (potassium ion) as a cation exchange resin. Potassium ion concentrations in the plasma 

so before and after passing the ion concentration adjusting room 6a were measured by using an ion chromatograph device 
4500i manufactured by DIONEX Co. The results of Example 1 and Example 2 are shown in Table 1. 



Table 1 



Sample No. 


Example 1 


Example 2 




1 


2 


3 


4 


5 


6 


7 


8 


K + concentration mEq/L) Before passing ion 
concentration adjusting room 


9.5 


16.7 


27.5 


38.6 


8.8 


15.8 


30.4 


38.4 


After passing ion concentration adjusting room 


2.7 


5.2 


7.1 


9.5 


2.4 


5.1 


8.1 


9.3 


Removed ratio (%) 


71.6 


68.8 


74.2 


75.4 


72.7 


67.7 


73.4 


75.8 



45 

In Example 1 and Example 2, examples of adjusting the potassium ion concentration are mentioned, but by setting 
the kind, size and volume of the ion exchange resin to a desired ion concentration, other ion concentrations in the blood 
such as a sodium ion and a calcium ion can be adjusted. 

so Example 3 

As a preserved Wood, 100 ml, 200 ml, 300 ml or 400 ml of bloods preserved in a blood bag (a blood collecting vol- 
ume of 200 ml to 400 ml) made of a soft polyvinyl chloride was introduced into an ion concentration adjusting room 6a, 
by controlling cramps 4a and 4b, through a connection tube 3 with a head of 70 cm. A flow down speed of the blood 
55 was made 20 ml/min and the blood was collected in a saucer. Inside of the ion concentration adjusting room 6a was 
packed 25 ml of polystyrene trimethyl ammonium chloride having an average particle size of 0.5 mm and an exchange 
ability of 1.5 mEq/ml as an anion exchange resin. 
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Example 4 

Inside of the ion concentration adjusting room 6a was packed 1 5 ml of polystyrene trimethyl ammonium chloride as 
in Example 3, and whole bloods (100 ml, 200 ml, 300 ml and 400 ml) preserved in a CPD solution were treated in the 
5 same manner as in Example 3. 

Example 5 

Inside of the ion concentration adjusting room 6a was packed 1 5 ml of polystyrene trimethyl ammonium chloride as 
w in Example 3, and cone, erythrocytes (100 ml, 200 ml and 300 ml) preserved in a MAP solution were treated in the 
same manner as in Example 3. 

Example 6 

15 Inside of the ion concentration adjusting room 6a was packed 15 ml of polystyrene trimethyl ammonium chloride as 
in Example 3, and cone, erythrocytes (100 ml, 200 ml and 300 ml) preserved in a MAP solution were introduced into 
the ion concentration adjusting room 6a through a connection tube 3 in the same manner as in Example 3 and passed 
with a flow down speed of 100 ml/min to collect in a blood receiving vessel. 
The results of Examples 3, 4, 5 and 6 are shown in Table 2. 

20 

Table 2 



25 






Example 


3 






Example 


4 




Citric 


Before 


After filtration 


Before 


After filtration 




acid 


filt- 


(filtrated amount ml) 


filt- 


(filtrated amount ml) 


30 


content 


ratior 


100 


200 


300 


400 


ratior 


100 


200 


300 


400 


(W/V%) 


0.73 


0.025 


0.037 


0.056 


0.080 


0.71 


0.019 


0.027 


0.048 


0.077 




Removed 




96.6 


94.9 


92.3 


89.0 




97.3 


96.2 


93.2 


89.2 




ratio (%) 






















35 






Example 


5 






Example 


6 








Be- 


After filtra- 




Be- 


After filtra- 




40 


Citric 
acid 


fore 
filt- 


tion (filtrated 
amount ml) 




fore 
filt- 


tion (filtrated 
amount ml) 






content 


ratior 


100 


200 


300 




ratior 


100 


200 


300 






(W/V%) 


0.29 


0.005 


0.006 


0.006 




0.28 


0.006 


0.021 


0.023 




45 


Removed 
ratio (%) 




98.3 


97.9 


97 .9 






97.9 


92.5 


91.8 





so As clearly seen from Table 2, by using the anion exchange resin as an ion concentration adjusting material, an 
amount of the anticoagulant (citric acid) which enters in a body at component selective blood collection or blood trans- 
fusion can be markedly reduced whereby appearance of citric acid toxic symptom can be suppressed and blood trans- 
fusion can be safely carried out. Also, removal of citric acid can be carried out that 90 % or more thereof can be 
removed in a preparation (leukocytes, cone, erythrocytes. MAP-conc. erythrocytes, etc.) containing erythrocytes as two 

55 unit treatment. Further, for rapid and massblood transfusion, citric acid can be sufficiently removed sothat blood trans- 
fusion at flooding can be safely carried out 

The blood transfusion device 1 e shown in FIG. 8 is an example in which a priming treatment device is provided to 
the blood transfusion device shown in FIG. 1 whereby the priming treatment can be carried out. That is, in the ion con- 
centration adjusting room 6a, an inlet 5a and an outlet 9a of a priming solution are provided and inside the ion concert- 
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tration adjusting room 6a, a priming solution such as a physiological saline aqueous solution, a Ringer's solution, etc. 
is previously filled up. 

At the inlet 5a of the ion concentration adjusting room 6a, a priming vessel 23 in which the above priming solution 
22 is contained is connected through a connection tube 24, and at the connection port of the priming vessel 23 and the 

5 connection tube 24, a communication piece 25 having the constitution as mentioned above is equipped. Also, at the 
outlet 9a, a waste solution vessel 28 is connected through a connection tube 27, and at the connection port of said 
waste solution vessel 28 and the connection tube 27, a communication piece 26 is equipped. 

For effecting the priming treatment the communication piece 25 of the priming vessel 23 and the communication 
piece 26 of the waste solutoin vessel 28 are broken, and the priming solution 22 in the priming vessel 23 is introduced 

w into the ion concentration adjusting room 6a fromthe inlet 5a through the connection tube 24. According to this opera- 
tion, the priming solution previously filled up in theion concentration adjusting room 6a is pushed out from theoutlet 9a 
and recovered in the waste solution vessel 28 through the connection tube 27. Thereafter, the positions nearer to the 
inlet 5a and the outlet 5b of the connection tubes 24 and 27 are sealed, and each tubes 24 and 27 are cut. 

The aforesaid priming treatment device comprising the priming vessel 23, the waste solution vessel 28 and con- 

75 nection tubes 24 and 27 may be provided to each of the ion concentration adjusting rooms 6a and 6b of the blood trans- 
fusion device 1b shown in FIG. 2, the blood transfusion device 1c shown in FIG. 3, and the blood transfusion device 1d 
shown in FIG. 6. The blood transfusion device 1f shown in FIG. 9 is an example in which the priming vessel 23 and the 
waste solution vessel 28 are connected to the ion concentration adjusting room 6a of the blood transfusion device 
through the connection tubes 24 and 27. 

20 Thus, the priming solution is filled in the ion concentration adjusting room, and the priming treatment device com- 
prising the priming vessel 23 or the waste solution vessel 28, etc., an eluate material eluted from the ion concentration 
adjusting material can be sterilely and easily washed and removed whereby the blood transfusion device can be pre- 
served for a long period of time. 

25 Example 7 

Experimental example A: In the ion concentration adjusting room 6a constituting the blood transfusion device 1e 
shown in FIG. 8 was filled 25 ml of a cation exchange resin having a particle size of 0.4 to 1 .0 mm as ion adjusting mate- 
rials 8a, and a physiological saline solution was filled inside of the ion adjusting materials 8a as a priming solution. After 

30 sterilizing at 1 21 °C for 20 minutes under high pressure vapor, the blood was preserved at 40°C and a humidity of 75 % 
for 2 months. Thereafter, breaking communication piece 25 and 26, a priming solution (physiological saline) 22 in a 
priming vessel 23 was introduced into an ion concentration adjusting room 6a through a connection tube 24, and recov- 
ered in a waste solution vessel 28 through an outlet 9a and a connection tube 27 with physiological saline filled in said 
ion concentration adjusting room 6a, and the position near to an inlet 5a and an outlet 9a of the connection tubes 24 

35 and 27 was sealed. Thereafter, water for injection was passed to the ion concentration adjusting room 6a and a total 
amount of organic materials was measured. Experimental example B: In order to compare with Experi mental example 
A, by using the transfusion device 1a (in the ion concentration adjusting room 6a, a cation exchange resin similar to 
Experimental example A was filled as an ion concentration adjusting material 8a but physiological saline was not filled), 
it was stored by subjecting to high pressure vapor sterilization treatment in the same manner as in Experimental exam- 

40 pie A, and thereafter water for injection was passed to the ion concentration adjusting room 6a and a total amount of 
organic materials was measured. The results are shown in Table 3. 



Table 3 





Total organic material 
concentration (ppm) 


Sample No. 


1 


2 


3 


Experimental example B 


63 


57 


46 


Experimental example A 


0 


0 


0 



From the results shown in Table 3, no organic material was observed after priming and it is confirmed that the elu- 
55 ate material from the cation exchange resin was completely washed and removed. 

The blood transfusion device 1g shown in FIG. 10 is an example in which a blood storing bag 30 which temporarily 
store the preserved blood preparation passed through the ion concentration adjusting room 6a is connected to the con- 
nection tube 10 which is connected with an outlet 9 of the ion concentration adjusting room 6a of the blood transfusion 
device shown in FIG. 1 . At the outlet of the blood storing bag 30, a blood transfusion tube 32 is connected through a 
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communication piece 31, and to the blood transfusion tube 32, a blood transfusion chamber 33 and a blood transfusion 
needle 34 are connected. Also, in the course of the blood transfusion tube 32, the roll cramp 35 is provided. 

According to the blood transfusion device 1g. the preserved blood preparation passed through the ion concentra- 
tion adjusting room 6a is temporarily stored in the blood storing bag 30 through the connection tube 1 0. Next, the com- 

5 munication piece 31 of the blood storing bag 30 is broken to open the blood storing bag 30, and after puncturing the 
blood transfusion needle 34 to a blood vessel of a patient, adjustment of the blood flow rate is carried out by the roll 
cramp 35 and the preserved blood preparation in the blood storing bag 30 is transfused to a patent from the blood trans- 
fusion needle 34 through the blood transfusion chamber 33. 

The blood transfusion device 1 h shown in FIG. 1 1 is an example in which the aforesaid Wood storing bag 30 is pro- 

10 vided in the course of the connection tube 1 0 of the blood transfusion device shown in FIG. 2, and the blood transfusion 
device 1i shown in FIG. 12 is an example in which the aforesaid blood storing bag 30 is provided in the course of the 
connection tube 10 of the blood transfusion device shown in FIG. 3. incidentally, the aforementioned blood storing bag 
30 may have any constitution so that the blood can be stored temporarily, which may be a cylindrical vessel. 

is Example 8 

Each ion concentration adjusting room 6a of the blood transfusion device 1g (Device A) shown in FIG. 10 and the 
blood transfusion device 1 a (Device B) shown in FIG. 1 was filled with 25 ml of a cation exchange resin having a particle 
size of 0.4 to 1 .0 mm. Sample 1 and Sample 2 were each prepared and 800 ml of whole blood was passed through with 
20 a flow rate of 50 ml/min, and potassium ion concentrations before and after passing were measured each 100 ml of the 
filtrated amount (in Device A, measurement was carried out after whole amount was stored in the Wood storing bag 30, 
while in Device B, that flown out from the ion concentration adjusting room 6a was measured as such). The results are 
shown in Table 4. 

25 Table 4 





Sample 1 


Sample 2 j 




K concentration 
(mEq/1) 


K concentration 
(mEq/1) 


Filtrated 
amount (ml ) 


Device B 


Device A 


Device B 


Device A 


0 


30.5 


30.5 


59. 6 


59.6 


100 


0.6 




7.4 




200 


1.3 




7.6 




300 


2.3 




9.0 




400 


5.1 




11.0 




500 


7.0 


5.6 


13. 9 


13.4 


600 


9.3 




17.3 




700 


12 .4 




21.7 




800 


13 .8 




26.3 





As clearly seen from Table 4, by providing the blood storing bag 30 at the downstream side and by once storing the 
preserved blood preparation passed through the ion concentration adjusting room in said bag, particularly when a large 
55 amount of the preserved blood preparation is rapidly treated in the ion concentration adjusting room, unevenness of the 
ion concentrations before and after the treatment can be unified. 

The blood transfusion device 1j of FIG. 13 is a device in which the ion concentrations of the preserved blood prep- 
aration are adjusted and simultaneously leukocytes are removed. This blood transfusion device 1j is provided with a 
Wood treatment room 40 and a connection tube 41 is connected at an inlet 40a of the blood treatment room while a 



8 



BNSDOCID- <EP 0728491A1_L> 



EP 0 728 491 AH 



blood transfusion tube 42 is connected at an outlet 40b thereof At the tip portion of the connection tube 41, a connec- 
tion needle 48 is provided and during the course of the tube 41 . a roll cramp 44 is provided. Also, at the bottom portion 
of the blood transfusion tube 42, an injection needle 47 is provided and during the course of the tube 41 , a drip chamber 
46 and a roll cramp 45 are provided. 

5 Inside of the blood treatment room 40, ion concentration adjusting materials 51 are provided by being wrapped in 

a leukocyte-removing fitter 52 as shown in FIG. 14. As the ion concentration adjusting materials 51 to be used in this 
Example, the aforesaid cation exchange resin and anion exchange resin are used and in the leukocyte-removing filter 
52, a nonwoven fabric having a diameter of 20\l or less is used. 

FIG. 15 is a modified example of the blood treatment room 40 wherein ion concentration adjusting materials 51 are 

w packed between a bag-shaped leukocyte-removing filter 52 connected to an inlet 40a and a bag-shaped supporting fil- 
ter 53 which is broader than said leukocyte-removing filter 52. The supporting filter 53 is constituted by a screen mesh 
having mesh pores which can retain the ion concentration adjusting materials 51. Acxx>rding to this Example, leuko- 
cytes are captured inside the bag-shaped leukocyte-removing filter. 

The blood transfusion device 1k of FIG. 16 is an example in which an ion concentration adjusting room 61 and a 

15 leukocyte-removing room 60 are separately provided. That is, in the course of the connection tube 41, the ion concen- 
tration adjusting room 61 which is the same as in FIG. 1 is provided and the inside of the ion concentration adjusting 
room 61, the above-mentioned ion concentration adjusting materials 51 are packed between the upper and the lower 
supporting filters 62a and 62b. Also, a bag-shaped leukocyte-removing filter 52 is provided in the leukocyte-removing 
room 60 as shown in FIG. 1 7. According to this solution transporting device 1 k, adjustment of an ion concentration and 

20 a removing treatment of leukocytes of the preserved blood preparation are separately carried out. The ion concentration 
adjusting room 61 and the leukocyte-removing room 60 may be provided in the reverse order. 

The leukocyte-removing filters shown in FIG. 13 to FIG. 17 may be used in the ion concentration adjusting rooms 
shown in the above-mentioned FIG. 1 to FIG. 12. 

25 Example 9 

By using the blood transfusion device 1j shown in FIG. 13, the preserved blood preparation was treated according 
to the following conditions. As a blood preserving solution, 200 ml of Wood was preserved in a blood bag (collecting 
blood volume of 200 ml) made of a soft polyvinyl chloride containing a CDP solution. The preserved blood was intro- 

30 duced into a blood treatment room 40 by adjusting roll cramps 44 and 45 through a connection tube 41 with a head of 
70 cm. A flow down speed of the blood was 25 ml/min and the blood llown down from an injection needle 47 was col- 
lected in a blood receiving vessel. In a leukocyte-removing filter 52 at the blood treatment room 40 was packed 10 ml 
of polystyrene sodium sulfonate having an average particle size of 0.4 mm and an exchange ability of 1.8 mEq/ml as 
ion concentration adjusting materials 51 . Potassium ion concentrations in the plasma before and after passing the blood 

35 treatment room 40 were measured by using an ion chromatograph device 4500i manufactured by DIONEX Co. 

Also, the number ol leukocytes before and after passing the leukocyte-removing filter 52 was measured by adding 
100*11 of the specimen after adding 900^1 of a Turk's solution to a test tube, and after stirring the sample with a mixer, 
allowed to stand to effect hemolysis of erythrocytes for 1 0 minutes. Total number of the leukocytes of this solution in 40 
grids was counted by using a najetchamber with a light microscope. The results 2 are shown in Table 5. 

40 



Table 5 



Sample No. 


1 


2 


3 


4 


K + concentration (mEq/l) Before pass- 
i ing blood treatment room 


9.0 


13.8 


23.8 


33.1 


After passing blood treatment room 


3.0 


4.1 


8.2 


9.9 


Removed ratio (%) 


66.7 


70.3 


65.5 


70.1 


Leukocyte-removing ratio (%) 


99.98 


99.98 


99.99 


99.98 



As shown in Table 5, the potassium ion concentration in the plasma of the preserved blood preparation can be low- 
55 ered and simultaneously leukocytes can be removed. Thus, hyperkalemia after blood transfusion can be prevented and 
side reactions such as GVHD due to leukocyte-removal, etc. can be prevented whereby blood transfusion can be 
secured. 

A blood transfusion device 1 1 shown in FIG. 18 is an example in which the present invention is further progressed 
and an example wherein a connection tube 3 and a Wood transfusion tube 10 are omitted in the blood transfusion 
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device 1a shown in FIG. 1 . In the blood transfusion device 1 1 , a connection needle 2 for introducing a preserved Wood 
is provided at the upper portion of the ion concentration adjusting room 6a and a blood transfusion inlet 78 is provided 
at the bottom portion of the same, and the blood transfusion inlet 78 is covered with a protector 77 with an airtight struc- 
ture. The protector 77 is made of a flexible plastic and constituted so as to capable of broken by pulling at a predeter 
mined portion. 

To the connection needle 2, a sealing member 79 is provided. As the sealing member 79. it is preferably having 
flexibility and a balloon like state which can absorb air expanded in the ion concen tration adjusting room 6a at high 
pressure vapor sterilization treatment (autoclave sterilization) of the blood transfusion device 11. 

In the blood transferring device 1a shown in FIG. 1, drops of water remain inside of the tubes 3 and 10 after high 
pressure vapor sterilization treatment so that the tubes 3 and 1 0 become whiten so that drying for a long period of time 
is required. However, in the blood transferring device 1 1 , the tubes 3 and 1 0 are omitted so that such whitening is not 
occurred whereby drying treatment for a long period of time is not required. Also, various parts such as tubes 3 and 10. 
roll cramps 4a and 4b, a communication piece 1 3 (see FIG. 3) in the blood transferring device 1 a can be omitted so that 
production cost, etc. become cheap, constitution of the whole device is compact and operation becomes simple. 

The blood transferring device 1 1 being assembled as showen in Fig 18 is carried out high pressure vapor steriliza- 
tion treatment. At this time, air expanded in the ion concentration adjusting room 6a is absorbed by a balloon portion 
79a of the sealing member 79 through the connection needle 2. Thereby breakage of the constituting member of the 
ion adjusting room 6a due to expansion of air and liquid leakage accompanied thereby or the like can be prevented. 
After carrying out high pressure vapor sterilization treatment, the base portion of the balloon-shaped sealing member 
79 is sealed (S in FIG. 18 shows a sealing portion) by high frequency welding, etc. to cut off the balloon portion 79a. 
The connection needle 2 is covered airtightly with the under portion of the sealing member 79 until use. 

When a preserved blood preparation is transfused to a patient by the blood transfusion device 1 1 , the under portion 
of the sealing member 79 is taken off from the connection needle 2, a blood transfusion inlet 78 is exposed by breaking 
a protector 77, and thereafter, a blood transfusion member 80 is connected to the blood transfusion inlet 78 as shown 
in FIG. 19. The blood trans fusion member 80 is constituted by a blood transfusion tube 81 . a blood transfusion needle 
83 to be provided at one end portion thereof, an injection needle 84 to be provided at another end portion of the same, 
and a roll cramp 82 to be provided in the course of the blood transfusion tube 81 . and the blood transfusion needle 83 
is connected by inserting into the blood transfusion inlet 78 of the Wood transferring device 11. 

Next, a blood bag 14 in which a preserved blood preparation is contained therein is hanging down at a predeter- 
mined height, the connection needle 2 of the liquid transferring device 1 1 is connected by inserting it into a blood trans- 
fusion inlet 85 of the blood bag 14, and the roll cramp 82 which is closing the blood transfusion tube 81 is opened. 

Thereby the preserved blood preparation inside of the blood bag 14 is flown out from the injection needle 84 
through the connection needle 2, the ion concentration adjusting room 6a and blood transfusion tube 81 in this order 
due to the head difference. After confirming flown out of the preserved blood preparation from the injection needle 84, 
Wood transfusion is carried out by pricking the injection needle 84 into the blood vessel of a patient and adjusting the 
flow rate of the preserved blood preparation by the roll cramp 82. 

The blood transferring device 1 1 can be applied also to the blood transferring device 1e shown in FIG. 8, the Wood 
transferring device 1 g shown in FIG. 1 0. the blood transfer ring device 1 h shown in FIG. 1 1 , the blood transferring device 
1 j shown in FIG. 13 and the Wood transferring device 1 k shown in FIG. 16. That is, in the same manner as in the Wood 
transferring device 1 1 shown in FIG. 18, the connection tube 3 or 41 and the Wood transfusion tube 10 or 42 are omit- 
ted, and in place therefor, the connection needle 2 to which the sealing member 79 is provided at the upper portion of 
the ion concentration adjusting room 6a is connected, and the blood transfusion inlet 78 covered with the protector 77 
is provided at the bottom portion. The device can be used with the blood transfusion member 80. 

When the blood transferring device 1 1 is applied to the blood transfusion device 1g shown in FIG. 10, the Wood 
storing bag 30 and the blood transfusion chamber 33 are provided in the course of the blood transfusion member 80. 
That is. the blood transfusion member 80 is constituted, from the upstream side to the downstream side, by the Wood 
transfusion needle 83, the blood storing bag 30, the roll cramp 82, the blood transfusion chamber 33 and the injection 
needle 84 in this order. 

In the case of the blood transfusion device 1h shown in FIG. 11, the blood storing bag 30 and the rolling tube 12 
are provided in the course of the blood transfusion tube 81 of the Wood transfusion member 80 and the blood transfu- 
sion member 80 is constituted, from the upstream side to the downstream side, by the blood transfusion needle 83, the 
blood storing bag 30, the roll tube 12 and the injection needle 84 in this order. 

In the case of the blood transfusion device 1 j shown in FIG. 13, the drip chamber 46 is provided in the course of the 
blood transfusion tube 81 of the aforesaid blood transfusion member 80 and the blood transfusion member 80 is con- 
stituted, from the upstream side to the downstream side, by the blood transfusion needle 83, the drip chamber 46, the 
roll cramp 82 and the injection needle 84 in this order. 

In the case of the blood transfusion device 1k shown in FIG. 16. the leukocyte-removing room 60 to which the leu- 
kocyte-removing fitter 52 is provided is provided in the course of the Wood transfusion tube 81 of the aforesaid Wood 
transfusion member 80 and the blood transfusion member 80 is constituted, from the upstream side to the downstream 
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side, by the blood transfusion needle 83, the leukocyte-removing room 60, the roll cramp 82 and the injection needle 84 
in this order. 

On the other hand, the blood transferring device 1 m shown in FIG. 20 is an example in which a hat-shaped filter 7c 
is provided to the upper end portion at the inside of the ion concentration adjust ing room 6a, and an ion concentration 
s adjusting material 8a is provided inside of the filter 7c. By making the filter 7c to hat-shaped, a filtration surface becomes 
large as compared to the plate-shaped filters 7a, 7b, 62a and 62b of the above-mentioned ion concentra tion adjusting 
rooms 6a and 61 . Thus, particularly when a blood preparation preserved for a long period of time is filtered, no clogging 
due to microaggregate (blood aggregate) occurs whereby blood can be rapidly passed therethrough. 

The blood transferring device 1 m can be applied to in place of the ion concentration adjusting rooms 6a and 61 in 
10 which plate-shaped filters 7a, 7b, 62a and 62b are provided as shown in the aforesaid blood transfusion device 1a. 1b, 
1c. le. if, ig, 1h, 1i, ikand II. 

In the liquid transferring devices 1 a to 1 m of the present invention as mentioned above, a mixed material of a cation 
exchange resin and an anion exchange resin can be used as an ion concentration adjusting material 8a or 51 . Accord- 
ing to the above, both of the potassium ion and the citric acid ion can be adsorbed simultaneously. Also, an eluate from 
is the cation exchange resin can be adsorbed by the anion exchange resin, and an eluate portion from the anion 
exchange resin can be adsorbed by the cation exchange resin so that it is possible to depress an amount of the eluate. 

Example 10 

20 Experimental example C: In the ion concentration adjusting room 6a constituting the blood transfusion device 1a 
shown in FIG. 1 was filled a mixed material of 20 ml of a cation exchange resin (sodium polystyrene sulfonate) having 
an average particle size of 0.4 mm and 5 ml of an anion exchange resin (trimethyl ammonium hydrochloride) having an 
average particle size of 0.6 mm as ion adjusting materials 8a, and a physiological saline was filled inside of the ion 
adjusting materials 8a as a priming solution. After storing at 60 °C for 5 days to 15 days. Thereafter, a total amount of 

25 organic materials of the above priming solution was measured. 

Experimental example D: In order to compare with Experi mental example C. by using the transfusion device 1a in 
which 20 ml of a cation exchange resin (sodium polystyrene sulfonate) having an average particle size of 0.4 mm as ion 
concentration adjusting materials 8a is filled and 25 ml of physiological saline is filled at the inside of the ion concentra- 
tion adjusting material 8a as a priming solution, a total amount of organic materials was measured in the same manner 

30 as in Experimental example C. The results are shown in 



Table 6 





Experimental 
example C 


Experimental 
example D 


Sample No. 
Stored days 


1 


2 


3 


1 


2 


3 


5 days 


25 


21 


24 


65 


61 


56 


10 days 


27 


28 


26 


128 


127 


121 


15 days 


35 


37 


32 


152 


155 


151 



45 

From the results shown in Table 6, it can be understood that Experimental example C which uses a mixed material 
of the cation exchange resin and the anion exchange resin shows less detected amount of the organic material than 
that of Experimental example D which uses the cation exchange resin alone. This is considered that in Experimental 
example C, an eluate from the cation exchange resin is adsorbed by the anion exchange resin and an eluate from the 

so anion exchange resin is adsorbed by the cation exchange resin. 

The effects of the present invention would be clear from the above-mentioned respective Examples. By adjusting 
the ion concentration in the plasma of the preserved blood preservation, a Wood preparation preserved for a relatively 
long term can be used safety. Thus, washed erythrocytes or fresh blood is not necessarily used and the problems 
accompanied by the use thereof such as short preservation term, side effects or ensuring preparation can be over- 

55 come. 

Also, by using an ion concentration adjusting material having excellent ion exchange ability, the ion concentration 
adjusting material can be minimized, and by increasing uniformity of the particle size thereof, a pressure loss when the 
preserved Wood preparation passes through the ion concentration adjusting material can be suppressed. Therefore, by 
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using a blood pump or a pressure cuff, rapid blood transfusion such as a blood flow rate of 50 ml/min can be realized 
so that symptoms accompanied by mass blood transfusion including heart operation, etc. can be coped with. 

Further, the device of the present invention is as a whole, a closed system including the ion concentration adjusting 
room and can be sterilized by a high pressure vapor so that there is no fear of migrating bacteria whereby it can be used 
5 safety. 

Claims 

1. A blood transferring device of a preserved blood preparation having tubes (3, 10) for the preserved blood prepara- 
10 tion and an injection needle (11) for injecting the preserved btood preparation to a patient, 

the improvement comprising an ion concentration adjusting room (6a) in the course of said tubes (3, 10) of 
the preserved blood preparation, and an ion concentration adjusting material (8a) which can adjust aspecific ion 
concentration in blood being provided in said ion concentration adjusting room (6a). 

is 2. A blood transfusion device for injecting a preserved blood preparation by adjusting an ion concentration in the pre- 
served blood preparation, 

the improvement comprising an ion concentration adjusting material (8a) which can adjust specific ion con- 
centration in blood being provided in an ion concentration adjusting room (6a), a connection needle (2) for introduc- 
ing the preserved blood being provided at the upper portion of the ion concentration adjusting room (6a), a Wood 
20 transfusion inlet (78) covered with protector (77) being provided at the bottom portion, and a sealing member (79) 
being provided to the connection needle. 

3. The blood transferring device of a preserved blood preparation according to Claim 1 . wherein a blood bag (14) for 
receiving the preserved blood preparation is connected at the upperstream end portion of the inducing tube (3) of 

25 the preserved blood preparation to be connected to the upperstream side of the ion concentration adjusting room 
(6a). 

4. The blood transferring device of a preserved blood preparation according to Claim 3, wherein the inside of the Wood 
bag (14) for receiving the preserved Wood preparation is partitioned to an ion concentration adjusting room (6b) 

30 and a preservation room (14a) of the preserved Wood preparation with a partitioning wall (20) and a connection 
mechanism (19) which can connect both rooms when using is provided to said partitioning wall. 

5. The blood transferring device of a preserved blood preparation according to any one of Claims 1 to 4, wherein the 
ion concentration adjusting materials (8a, 8b) to be charged in the ion concentration adjusting rooms (6a, 6b) are 

35 cation exchange resin having an ion exchange ability of 1 to 5 mEq/ml and an average particle size of 0.2 to 1.5 
mm, preferably an ion exchange ability of 1 .5 to 3.5 mEq/ml and an average particle size of 0.4 to 1 .0 mm. 

6. The Wood transferring device of a preserved blood preparation according to any one of Claims 1 to 4, wherein the 
ion concentration adjusting materials (8a, 8b) to be charged in the ion concentration adjusting rooms (6a, 6b) are 

40 anion exchange resin having an ion exchange ability of 0.5 to 4 mEq/ml and an average particle size of 0.2 to 1 .5 
mm, preferably an ion exchange ability of 0.8 to 2.5 mEq/ml and an average particle size of 0.4 to 1 .0 mm. 

7. The blood transferring device of a preserved blood preparation according to any one of Claims 1 and 3 to 5, wherein 
a blood storing portion (30) for temporarily storing the preserved blood preparation passed through said ion con- 

45 centration adjusting room is provided to the inducing tube (10) at the downstream side of the ion concentration 
adjusting room (6a). 

8. The Wood transferring device of a preserved blood preparation according to any one of Claims 1 to 7, wherein a 
priming solution harmless to a human body is charged in the ion concentration adjusting room (6a). 

50 

9. The blood transferring device of a preserved blood preparation according to Claim 8, wherein a priming receiving 
apparatus (23) for introducing the priming solution to the ion concentration adjusting room (6a) and a waste solution 
apparatus (28) for receiving a waste solution discharged from the ion concentration adjusting room are connected 
with each other. 

55 

10. The blood transferring device of a preserved blood preparation according to Claim 1 or 2, which further comprises 
a leukocyte-removing filter (52) for removing leukocytes in the preserved blood preparation. 
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1 1 . The blood transferring device of a preserved blood preparation according to Claim 9, wherein the leukocyte-remov- 
ing filter (52) is provided in the treating room (40) which contains in the ion concentration adjusting materials (51). 

12. The blood transferring device of a preserved blood preparation according to Claim 10, wherein the leukocyte- 
s removing filter and the ion concentration adjusting materials are contained in separate rooms (60 and 61 ), respec- 
tively. 

1 3. The blood transfusion device of a preserved blood preparation according to any one of Claims 1 to 3 and Claims 5 
to 12. wherein the ion concentration adjusting members (8a and 51) are fixed by plate-shaped supporting filters (7a 

io and 7b) at the top and the bottom thereof. 

14. The blood transfusion device of a preserved blood preparation according to any one of Claims 1 to 3 and Claims 5 
to 1 2, wherein the ion concentration adjusting members (8a and 51) are fixed by a hat-shaped supporting filter (7c). 

i5 15. The blood transfusion device of a preserved blood preparation according to any one of Claims 1 to 14, wherein a 
mixed material of a cation exchange resin and an anion exchange resin is filled as the ion concentration adjusting 
materials (8a and 51). 

V 
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Fig.14 
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Fig.17 
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